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90000000205 6542 26X10.50-15LT (8.0) 7.0-10.0 30 1,090 26.0 10.4 8.0 8.0 90000000289 23 

90000000207 6546 28X10.50-15LT (8.0) 7.0-9.0 30 1,355 28.0 11.2 8.0 8.0 90000000289 23 

90000000208 6548 28X12.50-15LT (10.0) 8.0-11.0 30 1,145 28.0 13.1 10.4 8.0 90000000289 26 

90000000209 6557 29X12.50-15LT (10.0) 8.0-11.0 30 1,645 29.0 13.0 10.0 8.0 90000000290 27 

90000000210 6558 29X15.50-15LT (12.0) 10.0-13.0 20 1,425 29.0 15.3 12.7 8.0 90000000291 32 

90000000211 6559 29X18.50-15LT (14.0) 14.0-16.0 20 1,515 29.0 17.6 15.5 8.0 90000000291 37 

90000000212 6560 31X16.50-15LT (12.0) 12.0-14.0 20 1,670 31.0 15.7 12.2 8.0 90000000291 34 

90000000213 6562 31X18.50-15LT (14.0) 14.0-16.0 20 1,720 31.0 17.5 14.3 8.0 90000000291 37 

90000000214 6564 33X19.50-15LT (14.0) 14.0-16.0 20 2,050 32.0 18.0 14.5 8.0 90000000291 39 

90000000215 6565 33X21.50-15LT (15.0) 15.0-18.0 20 2,140 32.0 19.6 16.6 8.0 90000000291 44 

 

Proper size and type of tube must be used with all DOT Tube type tyres. 

Caution: It is not recommended that the Radial and Non-Radial tyres be mixed on the same vehicle. 


